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StaMixCo SMF Filter for SMN Mixing Nozzles   
 
• Protects hot runner systems and tools when processing regrind material thus avoiding  
  clogging and/or damaging 

• Retains solid particles (e.g. metallic parts) and only partially molten granulates  

• Retrofitting is possible without modification of the nozzle body 

   - O.D. of filter = O.D. of mixing elements 

   - Length of filter = length of two mixing elements 
 
 

  
SMF Filter Family: SMF-12 up to SMF-40 Mixing Nozzle (top), 8 SMN Mixing Elements (middle) and 

SMF Filter connected to 6 SMN Mixing Elements (bottom) 
 

           View of SMF-Filter showing main dimensions 
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Type I.D. 
mm 

O.D. 
mm 

NSP  
(BSP* = 1 mm) 

LF 

mm 
LF / LME 

 
fits to 

 mixing nozzle 
SMF-12 12 18 6 16.0    2 ** SMN-12 
SMF-18 18 26 8 22.5 2 SMN-18 
SMF-22 22 30 11 27.0 2 SMN-22 
SMF-27 27 35 13 33.0 2 SMN-27 
SMF-33 33 42 15 40.0 2 SMN-33 
SMF-40 40 50 19 48.0 2 SMN-40 

*  on request BSP can be adjusted in the range of 0.7 to 1.5 mm ( min. order of 5 pieces required) 
** on request SMF-12 can be delivered with LF/LME = 3  
 
Further information about the filters: 

• Material: DIN 1.2344 (X40CrMoV51), nitrided 

• Flow direction: any way 

• Available from stock 

 


